
 

FULLGAP
WATER-BASED ACRYLIC SEALANT 

FULLGAP is  a  water-based  sealant  for  filling  joints  subjected  to 
average  stress,  for  filling  cracks or  fissuring of  the parquet  (for  ex 
along the perimeter or at the back of the skirting boards). FULLGAP is 
very elastic, odourless and ready to use. It can be applied on all the 
porous substrates used in constructions. 
When completely hardened it can be over-painted. For interiors. 

Available colours: white, maple, larch, oak, mahogany, doussiè, teak/light walnut, dark walnut, dark 
beech, merbau, grey (RAL 7040).

On request are available also specific colours in all the RAL types for minimum order of 70 
cartridges (for details contact directly Tover srl).

Technical datas  

Chemical-Physical characteristics (20ºC – 60% R.H.)
Appearence Tixotropic paste Specific gravity 1,50 g/cm3

Solid content 85% Solvents None

Times  (20°C – 60% U.R.)
Open time 5’ - 10’ Hardening rate  3 - 5 mm for day
Overcoating 24 h Application temp. +5 a + 50 °C

Storage & Labeling
Storage (original unopened 
packaging stored in normal conditions)

12 mounths
KEEP AWAY 
FROM FREEZE

Symbols of danger NONE

Cleaning tools With water just after use

Packaging Cartridge of 310 ml – Box of 12 pieces

Application
The surfaces to be treated have to be compact and dust free: remove all  traces of lime, 
grease to allow an optimal adhesion. Damp substrates are also tolerated but not wet ones. 
To apply the product open the terminal with a 45° cut referring to the joint size, than put the 
cartridge into the apposite gun. To avoid air inclusion during sealing keep the terminal into 
extruding product.

After the application smooth with a damp tool before skin formation.
Do not use FULLGAP in exterior, on non adsorbent substrates, on plastic surfaces or on 
high traffic floors.
   - N.B.: before coating verify varnish compatibility.

Safety Rules
FOR PROFESSIONAL USE ONLY. Strictly respect the informations reported on the labels 
and consult safety data sheets before use. 

Disposing of waste
Dispose not used product and empty containers in accordance of local in force regulations.

WARNING:  The informations reported in present technical data sheet are for guidance only and they do not hold 
our responsibility.  Adapt the use of our products to the environmental conditions and materials to be treated.
REV-5  15-04-2010.  Current Technical Data Sheet replaces the previous one.

TOVER S.R.L. 
Via Rosa Luxembourg 2/A  
10093 COLLEGNO (TO)  
Tel.: +39-011/7792823    
Fax.:+39-011/7792749

REG.IMP.TO   
P.IVA 07783540011    
R.E.A. N° 920259   
www.tover.com   

 e-mail:  info@tover.com

AD - 24

http://www.tover.com/

	Technical datas  

